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Heritage, tradition and timeless styling... 



























The cabinet is finished in oiled real walnut wood veneer and complemented with 
solid walnut trim and edging.



Turnberry GR

Conveying all the power and musical articulation of the new Gold Reference  
Dual Concentric driver yet housed in a compact 100 litre cabinet, Turnberry GR  
brings Prestige performance to smaller rooms. The 10” Gold Reference Dual, unique 
to the Turnberry GR, uses a paper pulp cone material with twin roll fabric surround 
and 33 mm (1.3”) aluminium-magnesium alloy dome tweeter with Tulip WaveGuide. 
The low frequency cone is fitted with a 52 mm (2”) edge wound voice coil. This latest 
evolution of the 10” Dual brings an even more thrilling and dynamic performance than 
its well-regarded predecessor.

Hand-built on a dedicated crossover board, the high power crossover uses the finest 
sounding components. The result is a rich and articulate sound with remarkable 
sound staging and all the cohesive musicality of a true point source transducer.  
The Turnberry GR’s High Frequency energy controls can tailor the listening 
experience without introducing any potential distortion that can result when using an 
amplifier’s ‘tone’ controls.







The extensively braced and heavily damped Turnberry GR cabinet uses distributed 
port bass loading to ensure prodigiously deep LF response and a dynamic scale that 
belies the models’ relative compact dimensions. Its exceptional 400 watt peak power 
handling and 93 dB efficiency make Turnberry GR a powerhouse of musical expression 
wrapped in timelessly classic aesthetics. The walnut veneer and solid walnut trim 
pieces exude understated class.

An individually machined high power switch embellishes the hand-crafted plywood 
cabinet; finished in oiled real wood veneers and extensively braced to ensure low 
coloration and greater control. The easy to drive load and very high efficiency 
afford a wide range of partnering amplification from single ended triode to high 
power solid state designs. Classic looks, contemporary materials and the power of 
the Gold Reference Dual ensure Turnberry GR is as aesthetically pleasing as it is  
musically engaging.

A rich and articulate sound with 
remarkable sound staging and all the 
cohesive musicality of a true point 
source transducer.



Kensington GR

The Kensington GR continues the marque’s heritage of blending  
time-honoured values with cutting edge performance. Its bold cabinet of finest walnut 
veneered plywood is extensively braced to house Tannoy’s flagship 10” Gold Reference 
Dual Concentric driver. It’s high-efficiency compression driver with 52 mm (2”)  
heat-treated dome, Alnico motor system and high rigidity material creates outstanding 
dynamics, spacious sound staging and exceptional musical articulation.

The flagship 10” Dual with its Alnico magnets, identified by its PepperPot WaveGuide, 
is fitted with the latest Tannoy GR cone material, comprising a bespoke paper 
pulp infused with fibres to increase its rigidity. The Kensington GR Dual offers an 
expansive sound stage, extremely high power handling and class-leading musical 
communication. The Kensington GR is set to follow its predecessor models as being 
one of the most sought after Prestige loudspeakers for its outstanding performance, 
small footprint and elegant design.

The Kensington GR Dual offers an expansive sound stage, extremely high 
power handling and class-leading musical communication.







To match the new 10” Dual, the Kensington crossover has been extensively upgraded 
with custom-specification ICW ClarityCap MR capacitors, low loss laminated core 
inductors and thick-film resistors, before the entire unit is Deep Cryogenically 
Treated. This technology brings a wealth of benefits to the Kensington GR sound, 
including more spacious soundstage, crisper micro dynamic detailing and an 
exceptional natural HF response.

Attention to detail and unique styling go hand in hand in maintaining the exclusive 
appeal of this highly respected loudspeaker. Its 18 mm thick birch ply baffle 
is extensively detailed with walnut inlays and an individually machined metal 
high power switch. The adjustable HF energy and treble roll off controls allow  
optimisation of the sound within your listening environment. The Gold Reference 
upgrades take Tannoy’s Kensington to new levels of refinement in every respect 
ensuring it is as easy to live with as it is exhilarating to listen to.



Canterbury GR

The Canterbury GR provides the power and passion of the 15” Gold Reference Dual 
Concentric driver within a stunningly attractive cabinet. The new 15” Gold Reference 
driver is Tannoy’s most powerful and articulate Dual to date, boasting an incredible 
600 watt peak power handling and offering over 96 dB efficiency in a substantial 235 
litre cabinet.

Upgraded extensively for the Gold Reference Series, the legendary 15” Dual  
incorporates many of the technological enhancements ‘trickled-down’ from Tannoy’s 
flagship Kingdom Royal. The low frequency section of the GR driver has a new 
fibre enriched paper pulp cone material to realise further improvements in the cone’s 
mechanical characteristics. The cone is terminated with a twin roll surround of 
impregnated fabric for improved damping characteristics. Modern imaging technology 
allows incredibly detailed analysis of cone mechanics under load and this has  
resulted in the stiffest, lightest 15” GR cone to date.

The Canterbury GR’s HF unit marks a significant leap forward in the technology and 
performance of this classic Tannoy driver technology. It comprises a new aluminium-
magnesium alloy compression driver diaphragm that has been heat treated to further 
improve it mechanical integrity under HF loads. The use of new MylarTM surround materials 
offer improved damping, resulting in exceptional clarity and articulation throughout the 
HF range. Capable of high-volume listening without fatigue, the Gold Reference Dual 
brings even greater naturalness and presence to the Tannoy Canterbury loudspeaker.

To provide a cleaner and more accurate signal to the new 15” Dual, the massive Canterbury 
crossover has been redesigned. Featuring Tannoy-specification ICW ClarityCap MR 
capacitors, low loss laminated core inductors and thick-film resistors, the entire crossover 
is Deep Cryogenically Treated as a whole unit. The process has allowed the Canterbury 
GR to achieve unparalleled gains in resolution and deliver an even more natural and  
cohesive sound.







The bespoke birch plywood cabinetry has been engineered with a Variable Distributed 
Port system allowing low frequency output to be tuned to suit any room dimensions. 
The extensively braced and damped cabinet is made with time-honoured traditional 
craftsmanship by Tannoy’s finest cabinet makers. The timeless beauty of the oiled walnut 
veneer, solid walnut mouldings and hand selected burr walnut inlays is complemented 
with gold anodised individually machined metal trim. The high power switch displays 
the classic Tannoy lightning strike logo, and on the rear baffle an individually machined 
nameplate highlights the unique Tannoy technologies incorporated in the design.

The Canterbury GR’s 15” Dual with its signature PepperPot WaveGuide, Alnico motor 
system and HF compression driver delivers a superbly dynamic overall presentation 
with fast, accurate bass and a fluid and open midrange. The dual variable distributed 
port system and Tannoy’s signature High Frequency power switch gives unique 
flexibility with room placement and personal tuning. The classic Tannoy design,  
high-tech advances in driver and crossover manufacturing and the very finest  
cabinetry make Gold Reference the finest evolution of the classic Tannoy Canterbury 
to date.

The Canterbury GR’s 15” Dual with its signature PepperPot WaveGuide, 
Alnico motor system and HF compression driver delivers a superbly dynamic  
overall presentation with fast, accurate bass and a fluid and open midrange.



Westminster GR

The crowning achievement in the Prestige Gold Reference Series and the culmination 
of over 60 years of Dual Concentric driver evolution, Tannoy is immensely proud of 
the Westminster Royal GR. This magnificent 530 litre compound horn loudspeaker is 
a true statement of the art of acoustic reproduction in the home, blending class-leading 
power handling, real-world dynamics and musical articulation like no other speaker  
available today.

The Westminster Royal GR sets a new benchmark for high performance music 
reproduction and owes much of its evolution to Tannoy’s Kingdom Royal development 
project. The new 15” Dual Concentric driver is a natural but significant evolution of 
the classic 15” Dual, improving on every aspect of its performance both technically 
and subjectively. Within the Westminster Royal GR cabinet, the new driver exceeds an  
18 Hz to 27 kHz frequency response while boasting 99 dB efficiency and 700 watt 
peak power handling.

This magnificent 530 litre compound horn loudspeaker is a true statement of the 
art of acoustic reproduction in the home.

Key to the new Westminster Royal driver is revised cone material and a new  
52 mm (2”) diaphragm at the heart of the HF compression driver. The cone material 
remains a paper-pulp base with fibres introduced into the mix to improve the stiffness 
to weight ratio. While previous flagship Duals were stiffened with natural kapoc fibres, 
the Gold Reference Duals integrate a bespoke Tannoy synthetic fibre that delivers 
more uniformed mechanical integrity across the entire surface area of the cone.

The result is effortless LF performance with outstanding speed and dynamic attack. 
Rich bass tones and incredible separation of instruments make for a truly impressive 
sound. The depth and power of Timpani drums is incredibly realistic with a scale that 
few other loudspeakers can reproduce regardless of cost. Through the midrange and 
crossover frequencies the new driver offers lower colouration, improved transient 
attack and greater naturalness into the vocal region.







Constructed of an aluminium-magnesium alloy that is heat treated to Tannoy’s exacting 
specifications, the high frequency diaphragm is terminated with a Mylar surround. 
It is both technically and subjectively a significant upgrade over the HF units in 
previous 15” Duals. It delivers exceptional clarity and articulation throughout the HF 
range and gives Westminster Royal GR even greater naturalness and presence.

The massive Westminster Royal GR crossover is meticulously hand-made by Tannoy 
engineers and comprises some of the finest audio components available today. 
Tannoy’s bespoke ICW ClarityCap MR capacitors, low loss laminated core inductors 
and thick-film resistors are hard-wired into the crossover with both PCOCC copper 
and bespoke high purity silver cable, appropriate to specific frequencies, with  
high-silver content solder. The entire crossover board is then Deep Cryogenically 
Treated, improving the crystal structure of all conductors in the signals path, and 
leading to sweet, open and incredibly detail HF performance.

Hand built from the finest birch plywood by Tannoy’s most experience cabinet makers, 
the magnificent Westminster Royal GR cabinet weighs close to 140 kg when finished. 

The complex, compound horn design and curved front baffle allow the 15” Dual to 
‘breath’ better than direct radiating models, delivering truly real-world dynamics and 
musical integrity. The luxury oiled walnut veneered panels and solid mouldings, the 
individually machined metal trim and return of the classic Tannoy lightning strike 
logo exude the regal class of bespoke furniture. An individually machined nameplate, 
mounted on the rear baffle, highlights the unique Tannoy technologies incorporated 
in the design.

With its new 15” Dual, Deep Cryogenically Treated crossover and new terminal 
panel featuring the latest WBT NextGen WBT-0703 loudspeaker terminals, it delivers 
musical engagement with the same breath-taking scale as its visual splendour. The high 
power switch allows fine-tuning of high frequency energy and treble roll off so that the  
system is best matched to the listening environment or your personal taste.  
Signifying its status at the top of the Prestige GR range, the Westminster Royal GR 
sports the same grille cloth as used on the Kingdom Royal. An effortlessly capable 
loudspeaker that honours decades of Dual Concentric technology and Tannoy the 
Brand, the Westminster Royal GR is set to become a true Tannoy classic.



Technical Specifications

Performance

Recommended Amplifier Power 20 to 170 watt RMS 20 to 200 watt RMS

Continuous power handling 85 watt RMS 100 watt RMS

Peak power handling 340 watt 400 watt

Sensitivity 91 dB (2.83 volt @ 1 m) 93 dB (2.83 volt @ 1 m)

Nominal Impedance 8 ohm 8 ohm

Minimum Impedance 5 ohm 5 ohm

Frequency Response 39 Hz - 46 kHz (-6 dB) 34 Hz - 44 kHz (-6 dB)

Dispersion 90 degrees conical 90 degrees conical

Dual Concentric Drive Unit

Low Frequency 254 mm (10”) with paper pulp cone and twin roll
impregnated fabric surround. 
42 mm (1 5/8”) edge wound voice coil

254mm (10”) with paper pulp cone and twin roll
impregnated fabric surround. 
52 mm (2”) edge wound voice coil

High Frequency 25 mm (1”) aluminium/magnesium alloy dome 
with edge wound voice coil

33 mm (1.3”) aluminium/magnesium alloy dome
with edge wound voice coil

Crossover

Crossover Type Bi-wired, hard-wired passive, low loss.
2nd order low pass.
2nd order high pass.

Bi-wired, hard-wired passive, low loss.
2nd order low pass.
2nd order high pass.

Crossover Frequency 1.8 kHz 1.3 kHz

Adjustments +/-3 dB over 1.8 kHz to 46 kHz shelving +/-3 dB over 1.3 kHz to 44 kHz shelving

Cabinet

Enclosure Type Dual distributed port Dual distributed port

Volume 85 litres (3.00 cu. ft.) 100 litres (3.53 cu. ft)

Dimensions (H x W x D) 850 x 397 x 368 mm 
(33.46 x 15.63 x 14.49”)

950 x 456 x 336 mm
(37.40 x 17.95 x 13.23”)

Construction Walnut veneered with solid walnut trim and edging.
Internally cross braced and heavily damped.

Walnut veneered with solid walnut trim and edging.
Internally cross braced and heavily damped.

Stirling GR Turnberry GR



Performance

Recommended Amplifier Power 20 to 250 watt per channel 20 to 300 watt per channel 20 to 350 watt per channel

Continuous power handling 125 watt RMS 150 watt RMS 175 watt RMS

Peak power handling 500 watt 600 watt 700 watt

Sensitivity 93 dB (2.83 volt @ 1 m) 96 dB (2.83 volt @ 1 m) 99 dB (2.83 volt @ 1 m)

Nominal Impedance 8 ohm 8 ohm 8 ohm

Minimum Impedance 5 ohm 5 ohm 5 ohm

Frequency Response 29 Hz - 27 kHz (-6 dB) 28 Hz - 27 kHz (-6 dB) 18 Hz - 27 kHz (-6 dB)

Dispersion 90 degrees conical 90 degrees conical 90 degrees conical

Dual Concentric Drive Unit

Low Frequency 250 mm (10”) with paper pulp cone and twin roll
impregnated fabric surround. 
52 mm (2”) round wire voice coil

380 mm (15”) with paper pulp cone and twin roll
impregnated fabric surround. 
52 mm (2”) round wire voice coil

380 mm (15”) with paper pulp cone and twin roll
impregnated fabric surround. 
52 mm (2”) round wire voice coil

High Frequency 52 mm (2”) aluminium/magnesium alloy dome 
with round voice coil

52 mm (2”) aluminium/magnesium alloy dome
with round wire voice coil

52 mm (2”) aluminium/magnesium alloy dome
with round wire voice coil

Crossover

Crossover Type Bi-wired, hard-wired passive, low loss. 
Time compensated. 2nd order low pass.
2nd order high pass. 
Deep cryogenically treated

Bi-wired, hard-wired passive, low loss.
Time compensated. 2nd order low pass.
2nd order high pass.
Deep cryogenically treated

Bi-wired, hard-wired passive, low loss.
Time compensated. 2nd order low pass.
2nd order high pass.
Deep cryogenically treated

Crossover Frequency 1.1 kHz 1.1 kHz 200 Hz acoustical, 1.0 kHz electrical

Adjustments +/-3 dB over 1.1 kHz to 27 kHz shelving
+ 2 dB to -6 dB per octave over 5 kHz to 
27 kHz slope

+/-3 dB over 1.1 kHz to 27 kHz shelving
+ 2 dB to -6 dB per octave over 5 kHz to 
27 kHz slope

+/-3 dB over 1.0 kHz to 27 kHz shelving
+ 2 dB to -6 dB per octave over 5 kHz to 
27 kHz slope

Cabinet

Enclosure Type Distributed port Dual variable distributed port Compound horn

Volume 105 litres (3.7 cu. ft.) 235 litres (8.30 cu. ft) 530 litres (18.72 cu. ft)

Dimensions (H x W x D) 1100 x 406 x 338 mm 
(43.31 x 15.98 x 13.31”)

1100 x 680 x 480 mm
(43.31 x 26.77 x 18.90”)

1395 x 980 x 560 mm
(54.92 x 38.58 x 22.05”)

Construction Particle board with high density birch ply baffle
and rear panel, 18 mm (0.71”) thickness. Interally
cross braced and heavily damped

High density birch ply, walnut veneered, with solid
walnut trim, 25 mm (1”) thick front baffle. Internally
cross braced and heavily damped

High density birch ply, walnut veneered, with solid
walnut trim and edging

Kensington GR Canterbury GR Westminster GR



Tannoy Limited - product designed in the United Kingdom. Tannoy adopts a policy of continuous improvement and product specification is subject to change.

Dual Concentric, Tulip WaveGuide and PepperPot WaveGuide are trademarks of Tannoy Limited. All other trademarks remain the property of their respective owners.
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...innovation and pioneering audio design.
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