
PD-30AE(B)

Enjoy audiophile sound quality with Pioneer’s PD-30AE CD player, featuring hairline aluminium front panel, 
thick and rigid chassis, gold-plated audio terminals, 192 kHz/24-bit DAC, high-accuracy clock, large-capacity EI 
transformer, and high-grade headphone terminal. 

Audio FeAtures
192 kHz/24-bit dAC ›

High-Accuracy Clock ›

CoNstruCtioN
Aluminium Front Panel ›

rigid Chassis ›

Quiet drive Mechanism ›

Large Capacity ei transformer ›

Headphone terminal for High-Quality sound ›

detachable AC Power Cord (replaceable with a thick Cable) ›

PLAYBACK MediA & ForMAts
Cd/Cd-r/Cd-rW/MP3 (Cd-r/Cd-rW) ›

CoNVeNieNCe
25-track Memory Playback ›

random and repeat Playback ›

Auto standby ›

dimmer ›

terMiNALs
Phones output (6.3 mm) ›

Analogue output (Gold-Plated) ›

digital Coaxial output (Gold-Plated) ›

digital optical output ›

sr in/out ›

AC inlet (Large type) ›

sPeCiFiCAtioNs
Power requirements: 220-240 V,  ›
50/60 Hz

Power Consumption: 12 W ›

Power Consumption during standby:  ›
0.2 W

dimensions (W x H x d):  ›
435 x 103 x 298 mm

Weight: 5.3 kg ›

Cd
s/N: 107 dB ›

tHd: 0.0029 % ›

dynamic range: 100 dB ›

Frequency response: 4 Hz-20 kHz ›

Compact Disc Player
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