












17

The Sampling Rate and the Bit Rate is determined by 
the original recording and/or the Windows Application 
Settings for Output Format (when available).

Note: In general, when the original music is recorded 
at a higher Sampling Rate, the result is usually 
more detail in the music. However, this higher 
rate results in consuming larger amounts of stor-
age space. The Sample Rate usually should be set 
to match the Sample Rate of the music recording 
being played back.

There are many third party Windows Applications 
(besides Windows Media Player) for steaming music 
from the computer to Wadia di122 USB Input. An 
example of just one of the available applications is 
“JRiver Media Center”.

How to Operate the di122, con’t and Photos

Figure 13
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Specifications

Frequency Response
+/-0.5dB from 20Hz to 20,000Hz

Total Harmonic Distortion
0.005%

Variable Output level
0 - 4.0Vrms Unbalanced
0- 8.0Vrms Balanced

Signal To Noise Ratio (A-Weighted)
105dB

Dynamic Range
98dB

Output Impedance
Less than 100 ohms (Unbalanced and Balanced)

Audio Specifications Digital Audio Specifications General Specifications
Power Requirements
100-240 Volts, 50/60Hz at 10 Watts
Standby: Less than 0.5 watt

Note: Only use the AC/DC Power Adapter supplied with 
the Wadia di122.

Overall Dimensions
Width is 10 inches (25.4cm)
Height is 3-5/32 inches (8cm) including feet
Depth is 14 inches (35.6cm) including the Front Panel, 
and Cables

Weight
7 pounds (3.2 kg) net, 8.5 pounds (3.8 kg) in shipping 
carton

Shipping Carton Dimensions
Width is 14-1/8 inches (35.9cm)
Height is 8 inches (20.3cm)
Depth is 14-1/8 inches (35.9cm)

Digital Input Signal Format
Coaxial and Optical Inputs - SPDIF (PCM1)
USB Input - PCM1, DSD

Digital Input Sample Rate
Coaxial and Optical: 44.1kHz to 192kHz, 24-Bit
USB: 44.1kHz to 384kHz, 32-Bit (PCM)
         DSD64, DSD128, DXD352.8kHz, DXD384kHz

Digital Inputs
Coaxial 1 and 2: 0.5V p-p/75 ohms
Optical 1 and 2: - 15dbm to -21dbm (TOS Link)
USB: USB Type B Connector

1 PCM (Pulse Code Modulation) Digital Signal type used for 
CD Discs, etc.

Trigger Specifications
Trigger Input
5-15VDC, less than 1mA

Trigger Output
12VDC, 25mA maximum total
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Packing Instructions

Packing Instructions
In the event it is necessary to repack the equipment for 
shipment, the equipment must be packed exactly as 
shown below. It is very important to ensure the proper 
equipment location between the bottom and top foam 
pads. Failure to do this will result in shipping damage.

Use the original shipping carton and interior parts 
only if they are all in good serviceable condition. If 
a shipping carton or any of the interior part(s) are 
needed, please call or write Customer Service Depart-
ment of Wadia. Refer to page 4. Please see the Part 
List for the correct part numbers.

 Quantity Part Number Description
 1 03456100 Shipping carton only

 1 03456200 Top foam pad
 1 03456000 Bottom foam pad



The continuous improvement of its products is 
the policy of Wadia Digital who reserve the right 
to improve design without notice. Printed in the 
U.S.A.

Wadia Digital, LLC
2 Chambers Street

Binghamton, NY 13903
www.wadia.com

Wadia Digital Part No. 04152300


